
Area output incorporating quality
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BEDNAR MULCHER are robust rotary cutters that come in 3 different models, which were developed for the most difficult main-
tenance of grassland and for the mulching of vegetal remnants on arable land. Mulcher is designed to achieve the maximum 
crumbling of grass, vegetal remnants, bushes and young trees while still maintaining a long lifespan.

BEDNAR rotary cutters are available as single-rotor MO, triple-rotor MZ and five-rotor MM cutters. All types are equipped with four 
blades on a rotor and are equipped with a large amount of protective and safety components (zinc coating, ironing, strengthening of the 
toprotor section, rotor casing and a freewheel clutch or friction coupling). All of these ensure quality labour in the harshest conditions. 
All of the safety components stem from our long term experience and testing. Blades at 1 000 rpm operate at a speed of 312 km/h, 
and if the bottom part is continuously exposed to stone missiles, it can be damaged. It is for this reason that we have designed 
this section with ironing that enables you to safely work the machine in the most difficult of conditions for an extended period of time.

Higher operating speed, wider working width, lower kW consumption

Large-area rotary cutters BEDNAR work at speeds of 10-15 km/h, the working width ranges from 2,25 m to 7 m, the consumption 
of¨the swath of 1 m is 18-20 kW. A comparison of these parameters between the BEDNAR rotary cutters and a hammer rotary cutter 
shows that these machines consume more kW with a narrower working width, and work at a slower operating speed of 5-7 km/h. 
This means that the BEDNAR large-area rotary cutters consume less kW, work faster and at wider working width - the result of which is 
a lower consumption of fuel and time and this means saving cost.

MAIN ADVANTAGES  
OF THE MACHINE

•	Rigid solid frame for coping with 
extreme seasonal output.

•	Zinc coating of the main compo-
nents of the machine strengthens 
resistance to multiple hazards such as 
climatic impact and vegetal juices.

•	 Ironing of the bottom section of the 
rotary cutter protects the machine 
against puncture damage caused by 
stones etc.

•	Spreading plates ensure the elim-
ination of vegetal clustering of the 
mulched material.

•	Front counter blade heightens the 
quality of mulching on grassland as 
well as on arable land.

•	Choice of grass or maize blades, 
intended for arable land crops such 
as maize, sunflowers etc.

•	Walking axle facilitates driving over 
uneven fields.

 AGRONOMIC ADVANTAGES  
OF THE MACHINE

•	Quality mulching of grassland and 
vegetal remnants on arable land.

•	High crumbling effect of the 
machine = easy and fast disintegra-
tion of mulched material.

•	Even spreading of mulched mate-
rial.

•	Easy embedding of mulched 
vegetal remnants = higher quality of 
machine labour for soil cultivation.

•	Effective combating of the Euro-
pean corn borer due to the elimina-
tion of dormancy conditions 
= saving costs on chemical repellents 
and an increase of the yield by reduc-
ing damage levels.

•	Use the machine within the conven-
tional farming system (after plough-
ing) and in the minimization system.

•	Extending and maintaining produc-
tion areas due to the easy mulching 
of bushes growing along the edges of 
fi elds and pastures.

•	Meeting required agricultural dead-
lines = the design of the machine 
allows for quality production even at 
high speeds.

“Productivity, the  key to success”

MULchER

General description
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Triple-rotor rotary cutter Further advantages

Machines for hard labour

The triple-rotor models BEDNAR Mulcher MZ 4500 and 6000 are amongst the most popular rotary cutters of their kind in Europe. 
Working widths 4,6 and 6 m guarantee a high daily output at low operation costs. The rugged construction of the body with a zinc-coated 
surface enables the maximum deployment of the machine in the most challenging farming conditions.

High resistance and safety

One of the biggest advantages of the BEDNAR rotary cutters is complete zinc-coating of the machine bodies; this significantly 
prolongs the machine’s lifespan. Machine bodies are submerged in a zinc bath, which allows for complete protection of the external 
surface area and the internal plate sections. This way the machine is shielded against vegetal juices, climatic impact, stone missiles, 
that can cause quickly damage the paint and lead rusting. These threats are eliminated with zinc-coated surfaces as a result of 
the permeation of the zinc and the plate.

To increase the crumbling effect of the 
front parts of the mulching zone, they 
have been equipped with counter blades 
that complete the cutting of the mulched 
material. The quality of the mulched ma-
terial is therefore increased.

FRONT COUNTER BLADE

Perfect machine work is ensured by 
plates that evenly spread the mulched 
material over the field. Vegetal clusters 
are not formed, etc.

SPREADING PLATES

Rotary cutters are fitted with exchange-
able iron plates preventing damage. Fur-
thermore every rotor is protected with 
a rotor case, which allows for it to work 
at a very low heights off the field.

IRONING

The mulching height of the MZ and the 
MM machine is set centrally with the help 
of hydro clips on the hydraulic cylinder 
conduit of the machine’s central axle. 
Adjustment of the setting is done swiftly 
and with ease.

EASILY ADJUSTABLE 
MULCHING HEIGHT

The wings of the MZ and the MM rota-
ry cutters work on a swinging arm and 
perfectly tract unevenness’s of mulched 
fields from -20º to +90º. The machine 
can be used with the side positioned at 
+90º can be used to clean road sides and 
along the edges of pastures and fields.

EVEN FUNCTION  
IN A VERTICAL POSITION

A central walking axle helps to over-
come uneven surfaces whilst maintain-
ing keeping working height. Thanks to 
the axle the machine is able to operate 
smoothly even on extremely rough fields 
and pastures.

WALKING AXLE

MAIN ADVANTAGES 
OF THE MACHINE

•	High labour productivity.

•	High levels of resistance´of the 
machine and work safety.

•	 2 blade types for multipurpose 
usage.

•	Perfect contouring of the surface.

•	Wide range of equipment.

•	Easy handling.

MULchER MZ MULchER MZMULchER MZ
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Five-rotor rotary cutter
Single-rotor rotary 
cutter mounted

High daily output at a low operating cost

The wide width rotary cutter Mulcher MM 7000 is fitted with five rotors. The working width of the machine at 7 m has predestined 
the machine to deliver a high daily output. The construction and lay-out of the mulching device components ensure a high level 
of disintegration. Similar to the MZ and MO models, the machine has a zinc-coated surface and the option of ironing of the sub-rotor 
section. The MM 7000 model is ideally suited to larger farms, operators of biogas stations, airports and also contractors. The machine is 
able to reach a high daily output at a low operational cost.

High output on smaller acreage

The BEDNAR Mulcher MO is mounted with single-rotor rotary cutters for low-efficiency tractors (60 hP), which are manufactured 
with a working width of 2,25 m. Thanks to the small dimensions (a width of 2,45 m and a length of 3,05 m), weight of the machine (750 kg) 
and hook-up to a three-point hitch (cat. II.) the MO rotary cutters excels and be manoeuvred with such an amount of ease, that enables 
it to work in some very challenging terrain. Just like the MZ and MM the MO type also has a zinc-coated surface which substantially pro-
longs its lifespan. The machine can be customized with ironing for safe operation in harsh conditions. Easy manoeuvrability in combination 
with a high output predetermined the machine to be used in those areas where accessibility is challenging whilst still requiring a steady 
high daily output despite the conditions.

The MZ and MM rotary cutters are 
hooked up to the upper or lower tractor 
tow with a ring that has a diameter of 40, 
or 50 mm in size leading on to a Schar-
muller K80 tow.

MACHINE HOOK-UP

The MM 7000 rotary cutter comes as 
a standard 8 wheel model. The MZ ro-
tary cutter comes in a standard 6 wheel 
model but can also be customized to 
come in an 8 wheel version. The wheels 
can be filled with rubber to prevent punc-
ture.

MORE TRAVELLING  
WHEELS

BEDNAR rotary cutters can be equipped 
with plates that cover the main frames. 
These plates are smooth and minimize 
sticking of the vegetal remnants to the 
machine.

NON-STICK PROTECTION  
OF THE SURFACE 
OF THE MACHINE

MO rotary cutters can be equipped with 
rear support wheels that facilitate surface 
traction. At the same time they also help 
the tractor carry a part of the machine 
load.

SUPPORTING WHEELS

The mulching height of the MO type is 
set with tractor arms, if needed on the 
rear support wheels with the help of 
a distance underlay.

EASILY ADJUSTABLE  
WORKING HEIGHT

The sub-rotor section of the MO machine 
is sold the as those of the MZ and MM 
type, i.e. 4 blades per rotor, ironing, front 
counter blade and a spreading plate. 
The combination of these components 
ensures quality work in all conditions.

WORKING COMPONENTS  
OF THE MODEL MO

MAIN ADVANTAGES  
OF THE MACHINE

•	High labour productivity thanks to 
the working width.

•	High quality of mulching.

•	Meet the needs of a huge daily 
output.

•	Multi-purpose for use on grassland 
as well as on arable land.

•	Zinc-coated machine body.

•	 Ironing to prevent damage.

MAIN ADVANTAGES 
OF THE MACHINE

•	Excellent manoeuvrability on rough 
terrain.

•	Solution for smaller farms and 
forrest farms.

•	Multi-purpose usage on grassland 
as well as on arable land.

•	Zinc-coated machine body.

•	 Ironing to prevent damage.

•	Attachment of a category II. three-
point hitch.

MULchER MM

MULchER MO



98

Why mulching Safety and protection

Stubble management

To achieve quality stubble cultivation that enables a fast decay of the after-harvest remnants, growth of seeds that fell out from the previous 
harvest and an excellent preparation of the seedbed for following crops, quality mulching of vegetal remnants is important. Swift decay 
of vegetal remnants is one of the basic foundations for establishing future growth. Vegetal remnants cut to a length of 3-5 cm decay faster 
and all of the further working steps are easier with better results, which means lower costs and a higher yield. The time between harvest 
and fi eld preparation for winter crops is shortened due to increasingly unpredictable weather conditions. That is why the daily output more 
important than ever. It is this feature that truly makes every single model of the Mulcher machine range excel.

High level of protection, high level of user comfort

An important component of all BEDNAR rotary cutters is that a large amount of the design’s components provide safe machine operation 
and high user comfort level. The simple construction characterizes the MO, MZ and MM rotary cutters; this design is the perfect foundation 
for along lifespan of the machine. This is extended even further by the zinc-coating on the surface. This provides excellent shielding against 
the elements and acidic vegetal juices. Not only is every rotor fitted with safety components, but also the propeller shaft between the 
rotary cutter and tractor has the same equipment. The only exception is the single-rotor rotary cutter which is protected by a friction cou-
pling against overloading, and also against a mass transfer of force during after-running. Additionally every rotor is protected with a case 
at the bottom section, which enables you to operate the machine at a very low working height.

The combine can leave a higher stubble 
field allowing for higher speeds that save 
up to 40 % of fuel consumption.

REDUCTION 
OF FUEL COSTS

combines can leave a higher stubble 
field, which means the processing of 
a  smaller amount of material = lower 
combine wear. The stubble field will be 
further processed by the BEDNAR rotary 
cutter, which allows for an increase of up 
to 50 % of the combine output.

INCREASING  
COMBINE OUTPUT

Quality disintegration of maize remnants
eliminates mechanically eliminates a por-
tion of the European corn borer larvae, 
and it prevents the dormant hibernation 
of those remaining. This system saves 
costs on further chemical treatments and 
provides you with the ideal conditions for 
a higher yield.

SOIL PROTECTION

All P.T.O. shafts on the BEDNAR rotary 
cutters are equipped with direct greas-
ing. The lubrication point is placed in 
the centre of the P.T.O., from which 
point the lubricant can reach the whole 
of the P.T.O. This results in comfortable, 
fast and easy maintenance.

DIRECT GREASING 
= EASY MAINTENANCE

The MZ and MM rotary cutter propeller 
shaft comes equipped with a freewheel 
clutch (MO-friction coupling) that pre-
vents the transfer of the twist moment 
to the tractor from the back, and this in 
turn protects the P. T. O. from damage 
caused by a sudden reduction in rpm of 
the tractor engine.

TRACTOR P. T. O.  
PROTECTION

The BEDNAR rotary cutter gear com-
ponents are protected against damage 
(collisions, e. g. with stones etc.) with the 
help of a friction coupling that automat-
ically halts all gear processes. The pro-
peller shaft of each rotor is equipped with 
a friction coupling.

GEAR BOX PROTECTION

MULchER MULchER
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Technical dataBlade system

Easy blade exchange on one or two levels

Not only ground for a high output but also for an exceptionally good cutting ability that is always by formed two pairs of wrought blades 
on each rotor. Long term experience of producing rotary cutters has shown us that it is not always suitable to use the same blade type 
for different kinds of plant species and vegetal remnants. And that is the reason why you can use the Mulcher machines (with the exception of 
the MO type) with 2 types of cutting blades and 2 ways of positioning. This ensures the same quality of work in varying conditions. It is possible 
to use 4 paddle-shaped blades on one working level for permanent herbage. On the other hand it is more suitable to use the appropriately 
named maize blades on two levels for vegetal remnants on arable land. The grass and maize blades can be easily exchanged. Adjusting the 
position of the blade level is also facilitated with the help of spacers. Allowing you to easily adjust mulching for the required crop.

GRASS BLADES

Paddle-shaped blades positioned 
“crosswise” at the same level are 
suitable for grassland mulching. 
Paddleshaped blades create suc-
tion, which lifts the crushed growth 
leftovers after tractor wheels have 
driven over it, and then mulches it. 

Grass blades can be easily readjust-
ed to maize blades and vice versa.

MAIZE BLADES

The combination of the pad-
dleshaped blades positioned on 
the underlying level with the straight 
blades on the upper level a double 
disintegration of persistent stems, 
e.g. maize, sunflower and rape. 
These are cut on two levels simul-
taneously.

Maize blades can be easily readjust-
ed to grass blades and vice versa.

MO 2500

MZ 6000

MZ 4500

MM 7000

*depends on soil condition

MULchER MO 2500 MZ 4500 MZ 6000 MM 7000

Working width m 2,25 4,6 6 7

Transport width m 2,45 3 3 3

Input speed 1/min 540 540/1 000 1 000 1 000

Number of rotors pcs 1 3 3 5

Number of blades on a rotor pcs 4 4 4 4

Total weight kg 680 2 700 3 300 3 500

Recommended output* hP 60-80 120-140 150-200 200-220

MULchER MULchER



Disc cultivators SWIFTERDISC Disc cultivators ATLAS Seedbed cultivators SWIFTER

Versatile cultivators FENIX, ECOLAND Trailed packers CUTTERPACK, PRESSPACKChisel ploughs TERRALAND

TILLAGE

The technical data and illustrations are approximate.
Reservations are made for any design changes.

BEDNAR FMT s.r.o.
Lohenická 607

190 17 Praha 9-Vinoř
czech Republic

www.bednar-machinery.com

ROTARY CUTTERS

Rotary cutters MULCHER

AGRICULTURAL TRANSPORT

Agricultural semitrailers WAGON

SOWING AND FERTILISING

Seeding unit ALFA DRILLSeed drills OMEGA Fertliser hopper FERTI-BOX

T: +420 283 092 529
E: info@bednarfmt.com

W: www.bednar-machinery.comProduct range 2014

Your authorized dealer


